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UNITED STATES

PateENT OFFICE.

'MARIA B, BEASLEY, OF PHILADELPHIA, PENNSYLVANIA.

PROCESS OF MAKING BARRELS.

SPECIFICATION forming part of Letters Patent No. 352,850, dated'November 16, 1886.

Application filed December 21, 1885. Serial No. 186,267.

To all whom it may concern:

Be it known that I, MARIA E. BEASLEY, a
citizen of the United States, residing in Phlla
delphia, Pennsylvania, have invented acertain
Improved Process of Making Barrels, of which
the following is a speciﬁcation.

The object of my invention is to manufacture
barrels, casks, or kegs more expeditiously and
at lessexpense than by the methodsnowin use.

The accompanying drawing is a plan view
of a barrel-making plant adapted for carrying
out-my improv ed | process of manufacture.

The Inmber is first cat into proper size for
staves, and the stave-blanks are subjected t6
the action of the machine A,which I prefer to
construct in the manner shown in the Letters
Patent granted to me June 10,1884, No. 300,194,
although any other form of sbave cuttm«r ma-
chine, by which the staves are formed whlle
bent to the shape which they are to assume in
the finished barrel, may be used. The stave
is delivered by a cutting-maghine onto an
apron, a, and is thereby conveyed to a steam-
ing-box, B, which is so constructed that the
staves will be traversed slowly through the
box, and be thereby thoroughly steamed, be-
fore being delivered onto an apron, b, at right
angles to the box. This apron conveys the
hot staves to the bending and forming rolls C,
whereby they are caused to assume the proper
form, and are delivered onto the apron ¢, which
deposits thestavesin thehopper F of a setting-
up machine, D, which I prefer to construet in

~ accordanee with the patent granted to me June
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10,1884, No. 300,193. The staves are fed con-
tlnuously and mpldly from the steaming-box
to the bending-rolls, and from the latter £o the

setting-up machine, so that the staves are set.

up while still hot and retaining the shape given
them by said bending-rolis. This is an essen-
tial feature of my invention, as the staves are
readily forced into proper position and retained
by the truss-hoops of the setting-up machine
when the latter acts upon the staves while they
are still hot and retain the shape given to them
by the bending-rolls. .

The setting-up machine serves to apply the

. staves to the heads of the barrel,-and to confine

them in proper position by a number of hoops,
and with the setting-up machine I also prefer-
ably combine an auger, &, thrown into and out
of action by a rod, g, and serving to bore a

(Nd model.)

bung-hole in one of the staves after the barrel

has been set up.
The setting-up machine delivers the barrel
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onto skids or ways d, by which it is directed
to the hooping- machine E, whereby the hoop ,

ing. of the barrel is complebed

If the barrel is to be painted and sealed,.it ‘

is discharged from the hooping-machine onto
ways f, and conveyed to a machine, F, for
painting the heads of the barrel. Adjacent to
this machine isa vessel, I, in which glue, piteh,
or any suitable cement is kept in liguid form,
this vessel having a flexible discharge-pipe, g.
The barrelis turned on end in the head-paint-
ing machine F, and a small quantity of glue or
cement is introduced into the barrel through
the bung-hole. While the brush 4 of the ma-
chine is painting the npper head of the barrel

‘the glue or cement is internally sealing the

joints of the lower heéad, and when the opera-
tion of painting the upper head is completed
the barrel is reversed and the opposite heads
are painted and sealed in the same manner, the
supply of glue or cement introduced into the
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barrel being sufficient to seal both heads. -

From the head-painting machine F' the barrel
passes along ways m, to a machine for painting
the sides of the barrel, this machine having a
reciprocating brush which applies the paint
while the barrel is being rotated, the painted
barrel being finally directed by ways n to the
drying-room.

As in earrying out my improved proeess of
making barrels the staves are conveyed and
the barrel directed from one machine to an-

| other without handling, I am enabled to dis-

pense with much of the labor now required in
making barrels, the manufacture being thereby
both expedited and cheapened.

I claim as my invention—-

1. The mode herein described of makmg bar-
rels or like vessels, said mode consisting in first
cutting the staves to the proper. .form, then
steaming said staves, then,; while they are hot,
bending or shaping the same, and then, while
bent and still hot, setting them up and securing
them around the heads, all substantially as
specified.

2. The mode herein described of making bar-
rels or like vessels, said mode consisting in first

.cutting the staves to the proper form, then

steaming said staves, then, while they are hot,
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bending or shaping the same, then,while bent
and still hot, setting them up and seeuring them
around the heads, and finally completing the
hooping of the barrel, all substantially as set
forth.

3. The mode herein described of making bar-
rels or like vessels, said mode consisting in first
cutting the staves to the proper form, then
steaming the staves, then, while they are hot,
bending or shaping the same, then, while bent
and still hot, setting them up andsecuring them
around the heads, then completing the hooping

of the barrel, and finally introducing glue or |

other cemenb into said barrel; and supporting
the barrel on end while painting the heads, 15
whereby thesimultaneous painting and sealing
of the heads is effected, all substantially as
specified. ,

In testimony whereof I have signed myname
to thisspecification in the presence of two sub- 2o
scribing witnesses.

M. E. BEASLEY.

Witnesses:
Wirriam F. DAVIS,
HARRY SMITH.




